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Vehicle Fleet Mix

Vehicle Type Percent Type Non-Catalyst Catalyst Diesel

0.2

Light Truck < 3750 lbs 6.8 2.9 94.2 2.9

Light Auto 53.6 1.1 98.7

0.0

Med Truck 5751-8500 lbs 10.0 1.0 99.0 0.0

Light Truck 3751-5750 lbs 22.8 0.4 99.6

13.3

Lite-Heavy Truck 10,001-14,000 lbs 0.5 0.0 60.0 40.0

Lite-Heavy Truck 8501-10,000 lbs 1.5 0.0 86.7

77.8

Heavy-Heavy Truck 33,001-60,000 lbs 0.5 0.0 0.0 100.0

Med-Heavy Truck 14,001-33,000 lbs 0.9 0.0 22.2

100.0

Urban Bus 0.1 0.0 0.0 100.0

Other Bus 0.1 0.0 0.0

0.0

School Bus 0.1 0.0 0.0 100.0

Motorcycle 2.3 69.6 30.4

12.5

Travel Conditions

Residential Commercial

Motor Home 0.8 0.0 87.5

Home-Work Home-Shop Home-Other Commute Non-Work Customer

Urban Trip Length (miles) 12.7 7.0 9.5 13.3 7.4 8.9

Rural Trip Length (miles) 17.6 12.1 14.9 15.4 9.6 12.6

Trip speeds (mph) 30.0 30.0 30.0 30.0 30.0 30.0

% of Trips - Residential 32.9 18.0 49.1

% of Trips - Commercial (by land use)

Elementary school 20.0 10.0 70.0



SO2

0.00

Off-Road Equipment:

1 Tractors/Loaders/Backhoes (108 hp) operating at a 0.55 load factor for 6 hours per day

Phase: Demolition 8/17/2009 - 8/19/2009 - Default Demolition Description

Building Volume Total (cubic feet): 25168.64

Building Volume Daily (cubic feet): 2783.34

On Road Truck Travel (VMT): 36.82

0.00 0.00 0.05

Phase Assumptions

0.23

Demo Worker Trips 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00

0.00 0.00 0.37

Demo On Road Diesel 0.00 0.00 0.00 0.00 0.00 0.00

0.00

Demo Off Road Diesel 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

0.01 0.00 0.00 0.00

0.00 0.00 0.65

Fugitive Dust 0.00 0.00 0.00 0.00 0.01 0.00

0.65

Demolition 08/17/2009-08/19/2009 0.00 0.01 0.00 0.00 0.00 0.00 0.00 0.00

0.00 0.00 0.00 0.00

PM2.5 Exhaust PM2.5 CO2

2009 0.00 0.01 0.00 0.00 0.00 0.00

CONSTRUCTION EMISSION ESTIMATES Annual Tons Per Year, Unmitigated

ROG NOx CO SO2 PM10 Dust PM10 Exhaust PM10 PM2.5 Dust

0.00 0.00 0.65

Construction Unmitigated Detail Report:

0.00 0.00 0.00 0.002009 TOTALS (tons/year unmitigated) 0.00 0.01 0.00

PM2.5 Dust PM2.5 Exhaust PM2.5 CO2

Off-Road Vehicle Emissions Based on: OFFROAD2007

Summary Report:

CONSTRUCTION EMISSION ESTIMATES

ROG NOx CO PM10 Dust PM10 Exhaust PM10

File Name: U:\PUSD-01\Noise and AQ for Final MND\Urbemis\Aveson Demo.urb924
Project Name: Aveson Demolition
Project Location: Los Angeles County
On-Road Vehicle Emissions Based on: Version  : Emfac2007 V2.3 Nov 1 2006
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Urbemis 2007 Version 9.2.4

Combined Annual Emissions Reports (Tons/Year)



SO2

0.00

Off-Road Equipment:

1 Tractors/Loaders/Backhoes (108 hp) operating at a 0.55 load factor for 6 hours per day

Phase: Demolition 8/17/2009 - 8/19/2009 - Default Demolition Description

Building Volume Total (cubic feet): 25168.64

Building Volume Daily (cubic feet): 2783.34

On Road Truck Travel (VMT): 36.82

0.00 0.00 31.10

Phase Assumptions

156.04

Demo Worker Trips 0.01 0.02 0.29 0.00 0.00 0.00 0.00 0.00

0.06 0.00 0.05 0.05

0.25 0.25 245.59

Demo On Road Diesel 0.10 1.28 0.52 0.00 0.01 0.06

0.00

Demo Off Road Diesel 0.47 2.88 1.73 0.00 0.00 0.27 0.27 0.00

1.17 0.24 0.00 0.24

0.30 0.54 432.73

Fugitive Dust 0.00 0.00 0.00 0.00 1.17 0.00

432.73

Demolition 08/17/2009-08/19/2009 0.58 4.18 2.54 0.00 1.18 0.32 1.50 0.25

1.50 0.25 0.30 0.54

PM2.5 Exhaust PM2.5 CO2

Time Slice 8/17/2009-8/19/2009 Active 
Days: 3

0.58 4.18 2.54 0.00 1.18 0.32

CONSTRUCTION EMISSION ESTIMATES Summer Pounds Per Day, Unmitigated

ROG NOx CO SO2 PM10 Dust PM10 Exhaust PM10 PM2.5 Dust

0.30 0.54 432.73

Construction Unmitigated Detail Report:

1.18 0.32 1.50 0.252009 TOTALS (lbs/day unmitigated) 0.58 4.18 2.54

PM2.5 Dust PM2.5 Exhaust PM2.5 CO2

Off-Road Vehicle Emissions Based on: OFFROAD2007

Summary Report:

CONSTRUCTION EMISSION ESTIMATES

ROG NOx CO PM10 Dust PM10 Exhaust PM10

File Name: U:\PUSD-01\Noise and AQ for Final MND\Urbemis\Aveson Demo.urb924
Project Name: Aveson Demolition
Project Location: Los Angeles County
On-Road Vehicle Emissions Based on: Version  : Emfac2007 V2.3 Nov 1 2006
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Urbemis 2007 Version 9.2.4

Combined Summer Emissions Reports (Pounds/Day)



Demolition Volumes

Building 1 URBEMIS Inputs
1,800 sqft total

height 14 Total
sqft 1,800 1,800

25,200 Length/Width 42.4
avg height 14

check 25,200
2,800 sqft/day

height 14 Total
sqft 200 200

2,800 Length/Width 14.1
avg height 14

check 2,800
Assumes 9 days

Check
14.0 avg Height 1.6

Length/Width 42.4
sqft/day 2,800
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Aveson Charter School Initial Study Pasadena Unified School District 
 

Appendix D.  
Cultural Resources Memorandum 
 









Overview of School from Driveway off Pinecrest Drive (Northwest).

Overview of Administration Building and Visitor Parking Lot  (West/Northwest).



View Through Locked Gate at Stairs to Upper Part of Campus (North).

Administration Building with Wheelchair Access  (Northwest).




